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Operating Instructions
Models 32150 and 32300
Hydrostatic Test Pumps

Specifications

DIMENSIONS:

14” L x 19” W x 9”H

WEIGHT:

34 Ibs., 11 kg

PUMP:

Reciprocating Plunger

Inlet: 3/4” Hose, Garden

Outlet: ¥2” NPT Male

Capacity: 1gpm at free flow

Pressure: 100 - 1500psi; 1gpm; 100psi @75cfm

CONTROL:

Adjustable pressure relief valve

GAUGE:

Glycerin filled, 0-2000psi

DISCHARGE HOSE:

4" x 10" (3m), 5500psi working pressure

DIMENSIONS:

14” L x 19” W x 9"H

WEIGHT:

34 Ibs., 11 kg

PUMP:

Reciprocating Plunger

Inlet: 3/4” Hose, Garden

Outlet: ¥4” NPT Male

Capacity: 1gpm at free flow

Pressure: 100 - 3000psi; .5gpm; 100psi @75cfm

CONTROL:

Adjustable pressure relief valve

GAUGE:

Glycerin filled, 0-4000psi

DISCHARGE HOSE:

4” x 10’ (3m), 5500psi working pressure
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WHEELER Operating Instructions
@) Models 32150 and 32300
V- Hydrostatic Test Pumps

. Attach garden hose to garden hose inlet.
. Turn water on.
a. Make sure water fills up the clear strainer bowl.
i. It may be necessary to purge the air out by unscrewing
the clear strainer bowl. Make sure to retighten strainer
bowl after purging out the air.
. Attach the high pressure output hose to the test vessel and to the test pump
outlet.
. Open ball valve near the pressure gauge.

. Unscrew the air regulator valve
a. This will allow you to adjust the air pressure as required.
. Connect airline to air regulator input. Pump will now operate.

. Slowly increase air pressure by turning air regulator cap in the clockwise

direction (tighten cap)

a. As air pressure is increased output pressure will increase.

. Relief valves are preset to 1500 PSI or 3000 PSI depending upon pump model
(1500 PSI for 32150 or 3000 PSI for 32300).

a. Relief valves can be ‘set’ at lower pressures by ‘unscrewing’ the relief
valve nut.

b. Very low pressures ( example 0-500 PSI) may not be available thru the
relief valve. Therefore by using less input air pressure you can control
the output pressure of the pump.

9. Once the output pressure has been met close the ‘isolation’ valve. (Valve
next to the pressure gauge.) At this point the (input) air supply can be
shutoff.
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Part No

Description

700372

BASE PLATE

275426

1/4-20 ESNA STOP NUT

276540

1/4" FLAT WASHER

560081

1/4-20 x 3/4" HHCS

276443

RUBBER FOOT

275676

GAUGE-2000 PSI

5613

3/8" to 1/4" HEX REDUCING BUSHING

220874

NAME PLATE

O 0N/ |~|W[IN|F

275543

POP RIVET, STAR 4-2AAD

5614

HOSE ADAPTER

276185

HOSE CLAMP

276465

1/4" x 1 1/2" PIPE NIPPLE

275667

1/2" 2000LB FS SCRD TEE

275918

SWIVEL ADAPTER

275925

SWIVEL NUT

275865

3/8" x 90 DEG STREET ELBOW

275664

1/4" X 90 DEG. STREET ELL

7500

RELIEF VALVE

276437

PNEUMATIC PUMP

276722

1/2 X 3/8 BUSHING

276700

1/2" VALVE

275941

HOSE WASHER

276435

PRESSURE REGULATOR

276186

3/8 NPTx 1/2 90 deg. HOSE BARB

276445

3/8" x M x F x F HYDRAULIC TEE

276420

STRAINER ASSEMBLY

700402

1/2" ID x 10" LONG HOSE

276444

GAUGE

275647

3/4" NPT x 1/2" NPT BUSHING

222000

WARNING TAG **NOT SHOWN***

3917

HIGH PRESSURE HOSE **NOT SHOWN***

701399

LARGE U-BOLT SPACER

701398

SMALL U-BOLT SPACER

277201

LARGE U-BOLT

277200

SMALL U-BOLT

276795

1/2 X 3/8 BUSHING
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Part No Description

275426 1/4-20 ESNA STOP NUT
560081 1/4-20 x 3/4" HHCS
276443 RUBBER FOOT
276540 1/4" FLAT WASHER

5613 3/8" to 1/4" HEX REDUCING BUSHING
220874 NAME PLATE
275543 POP RIVET, STAR 4-2AAD

5614 HOSE ADAPTER
276185 HOSE CLAMP
276465 1/4" x 1 1/2" PIPE NIPPLE
275667 1/2" 2000LB FS SCRD TEE
275918 SWIVEL ADAPTER
275925 SWIVEL NUT
275664 1/4" X 90 DEG. STREET ELL
276357 RELIEF VALVE
276464 PNEUMATIC PUMP
276798 1/2" BALL VALVE
276795 1/2 X 3/8 BUSHING
275941 HOSE WASHER
276435 PRESSURE REGULATOR
276186 3/8 NPTx 1/2 90 deg. HOSE BARB
276445 3/8"x M x F x F HYDRAULIC TEE
276420 STRAINER ASSEMBLY
700402 1/2" ID x 10" LONG HOSE
276444 GAUGE
276375 GAGE 4000 PSI
275865 3/8" x 90 DEG STREET ELBOW
277115 3/8" NPTM X 1/2" NPTF ADAPTER
277114 1/4" NPTM x 3/8" NPTF ADAPTER
276468 1/4" SQ HD PIPE PLUG
276797 3/8 XH CLOSE NIPPLE
222000 WARNING TAG ***NOT SHOWN***

OO (N[O~ W[IN|F

3917 10' HIGH PRESSURE HOSE **NOT SHOWN***

700372 BASE PLATE

701399 LARGE U-BOLT SPACER
701398 SMALL U-BOLT SPACER
277200 SMALL U-BOLT

277201 LARGE U-BOLT
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Wheeler Rex = 3744 Jefferson Road = Ashtabula, Ohio 44005
Tel: 800-321-7950 or 440-998-2788 = Fax: 440-992-2925
wheeler@wheelerrex.com = www.wheelerrex.com




